FOR PLASTIC PIPE & TUBING 


HE COMPLETE LINE 
SOU F REED PIPE TOOLS::- 


known and respected throughout the WORLD 


THE BEST CUTTERS FOR 


PLASTIC PIPE & TUBING 


e The most recommended 
by major plastic pipe producers 


® Cuts all commonly used types 
with the least burr 
(thinnest wheels, of best steel) 


© Operates fastest 


(others require more knob-twisting) 


e Cuts plastic most square 
(precise machining of sliding bar) 


e Feather-light 
(high tensile aluminum body) 


RECOMMENDED OPERATION 


A single revolution in 
direction shown (Fig. 1) 
assures perfect tracking 
for the cut. One or two 
revolutions in the opposite 
direction (Fig. 2) com- 
pletes the cut for PE and 


materials of similar den- 

sity. For heaviest and most 

rigid types such as PVC 

1120 (which sometimes 

fractures) use a more Fig. 1 Fig. 2 
gradual feed to assure long wheel life. PVC 1220 and 
ABS fall somewhere in between. To prolong wheel 
life avoid side pressure. 


_ THE TC2Q-P IS RECOMMENDED FOR PIPE 
AND TUBING IN THE %” TO 2” RANGE 


ALL REED ZIP CUTTERS ARE 

CONVERTIBLE FOR CUTTING 

COPPER, BRASS, STEEL 

AND ALUMINUM TUBING. 

To convert... 

e Use wheel No. O for TC10 and TC20 
(Wheel Standard Number 03660) 


e Use Wheel 30-40 for TC30 and TC6Q0 
(Wheel Standard Number 03665) 


TC6Q-P 
(cuts 4” to 6%" O.D. 


e@ FOUR SIZES AVAILABLE e 


TC3Q-P TC2Q-P TC10-P 
(Y%"—3¥%" O.D.) (Ys"—2%"0.D.)  (%""—1%6" 0.D.) 


ABOUT WHEELS FOR CUTTING PLASTIC 


The wheels listed in the chart below for TC1Q-P and 
TC2Q-P are recommended for cutting polyethylene and 
similar light density plastic materials. 


HOWEVER... 

different makes of similar pipe have varying hardness. 
The following comments are a guide, but selection of 
the optimum wheel for a TC3Q-P or a TC6Q-P Cutter 
is best made by the user. 


Relatively Light Density (PE) Plastics are best cut 
with the 30-40P wheels up to 6” wall thickness. For 


thicker wall PE (6° — 7/6’) and for 6° Sch. 80 PVC, 
Use a 6Q-P wheel (Standard Number 04198) 


Relatively Heavy Density (PVC 1120) Plastics are best 
cut with a 3-6 PVC wheel. This wheel is Teflon coated. 
(Standard Number 04194) 


For Less Burr on Medium and Heavy Density Plastics 
use a 30-40P or a 6Q-P wheel. Feed more slowly and 
avoid side pressure. 


SPECIFY WHEEL DESIRED — When not specified, 
30-40P is furnished. 


Std. O.D. Wot. Lbs. Uses 
Number| Capacity Each Wheel No. 


TC1Q-P | 04110 | %"—1%/6" OP2 


Wheel Standard 
Number 


TC2Q-P | 04120 | %"—2%" OP2 04180 
TC3Q-P | 04130 | '%4"—3%" 30-40Pt 04190 
TC4Q-P | 04140 | 17%"—414" 30-40Pt 04190 
TC6Q-P | 04160 |4°—6%” 30-40Pt 


+These Cutters also use 3-6 PVC wheel and 6Q0-P wheel — See “About 
Wheels For Cutting Plastic’ above. When not specified 30-40P wheel 
is furnished. 


| 
Ww = CUTTER 


FOR LARGE DIAMETER PLASTIC PIPE 


MATERIALS: PE, PvC, ABS, PP, CPVC, and others. 


CAPACITY: 4” — 10” with PPC-2 (2 sections) 
10” — 16” with PPC-3 (3 sections) 


The Largest Available Hand Operated Cutter 


For Plastic Pipe (Up to 16”) PPC-2 

‘ Two sections cut 
Available Soon For Larger Sizes Consult Factory. 4” —10" pipe 
FEATURES: 


1. Square Cut — 8 or 12 outboard rollers maintain 
alignment of cutter and pipe. 


2. No Burr, smooth finish on pipe end — blade 
© removes material rather than separating it. PPC-3 
. . Three sections cut 
3. Easy to adjust to size desired and simple to 10” —16" pipe 
operate. 


4. Uses carbide tipped cutting blades — will cut 
hardest plastic materials without shortening long 
blade life. 


Requires at least two sections of 
PPC-1 to make a cutting tool. Cutters 
use No. 15 cut-off blades (Standard 
Number 04178) 


THREADER FOR PLASTIC PIPE 


(for PP, PVC and CPVC Schedule 80 and Schedule 120) 
e@ KEY FEATURES 


1. Cutting angles are specially designed to produce 
clean threads in plastic pipe . . . no digging in or 
gouging the pipe. 

2. Fastest and most economical method of thread- 
ing schedules 80 and 120 plastic pipe. 

3. Easy — little effort required. 


4. Threader does not mark pipe. 


5. Famous Reed Solid Dies have long life. 


Standard Wsgt. Lbs. 
Number (With One Die) 


Specify size desired. For extra dies order 2SPP Die and size(s). 
Consult Factory for other materials which may be threaded. 


Sizes Available 


BT Te Ve 2” 


ZIP-FLARE TOOLS 


THE ONLY PRACTICAL TOOLS for 


CO LD FLARING PLASTIC PIPE AND TUBING 


WITH ANY REED ZIP-FLARE, 5 to 10 easy revolu- 
tions of the handle form a perfect, permanent cold flare 
in polybutylene, polyethylene or similar plastic pipe or 
tubing. NO OTHER Tool does so much, so well and 
so easily. 

THE ZIP FLARE IS.ai 

FAST ... forms a perfect COLD flare in 20 seconds. 
RELIABLE .. . laboratory pull tests show uniform 
results which compare favorably to those of the best 


hot flares. Frictional heat as illustrated at the right kills 
memory characteristics without damage to plastic to 


ZIP-FLARE ELIMINATES bulky, costly and often 
dangerous hot flare equipment. Eliminates expensive 
non-flare fittings because cold flares made with a 
ZIP-FLARE fit standard flare fittings. 


ZIP-FLARE DOES-THE-JOB because it was designed 
specifically for-the-job, utilizing simple principles of 
controlled pressure and the conversion of mechanical 
energy into thermal energy. As illustrated, the friction 
developed by the flexing action of the flaring head 
creates just enough heat in the tubing. Thus the com- 
bination of pressure and safe heat permanently shapes 
the tubing end into a perfect flare. 


assure perfect flares every time. With reasonable care 

in following simple directions you are assured of tight 

and permanent connections. head revolving on 
tubing generates 


EASY TO OPERATE... merely insert pilot plug into heat. 
tubing, apply the clamping pliers and rotate the tool as (9) 


illustrated. 5 to 10 revolutions normally complete the FLARING 
HEAD 


Pressure of flaring 


flare. No special skills are required. 


ZIP-FLARE INSURES TIGHT, PERMANENT CON- 
NECTIONS BECAUSE the permanently formed flare 
fits so precisely that it ripples over each thread when 
drawing into the nut as illustrated above. Flares for 
recessed fittings are actually formed within the nut. 
See photo at left of a recessed fitting. With this kind of 
a fit you can bury connections with confidence ... an © 
assurance not offered by any other flare tool available 
for COLD flaring plastic pipe and tubing. All REED 
ZIP-FLARE TOOLS are guaranteed — see page 8 of 
this brochure. 


Std. AWWA Recessed Gas Fitting 
Fitting Fitting 


SERIES SFPB/SFPE FOR CTS PLASTIC WATER SERVICE TUBING AND 
STANDARD AWWA FITTINGS 


— ==. 


The SFPB and SFPE REED Zip-Flare Tools are of new and improved 
design. They do the same job as the original FPB/FPE Series shown 
on page 5. This new design utilizes a foolproof screw-feed material- 
allowance principle for uniform flares every time. Screw feed is very 
easy to operate. All you do is turn the crank — simultaneous side- 
pressure required by the original FPB/FPE Tool is not required with 
this new Zip-Flare Tool. 


- 
=<...” 


Catalog No. 
SET FOR EACH SIZE 


PB2110 
PE2306, 3306, 3406 
PB2110 
PE2306, 3306, 3406 


SFPB-%" CTS 160 psi 
SFPE-%" CTS 160 psi 
SFPB-1" CTS 160 psi 
SFPE-1" CTS 160 psi 


- SFPB-1'"" CTS 160 psi PB2110 
a Vt / & SFPE-1'%'’ CTS 160 psi PE2306, 3306, 3406 
niLonenue SFPB-1'%" CTS 160 psi PB2110 
ADJUSTMENT NUT # aesonedtii SFPE-114" CTS 160 psi PE3306, 3406 
rilisH FoR secune SFPO-Z" CTS 160pei PB2110 


FLARING HEAD 


GRIP 


SFPE-2” CTS 160 psi PE3306, 3406 


CONSULT FACTORY FOR ADDITIONAL SIZES AND TYPES OF ZIP-FLARE TOOLS WHICH ARE CURRENTLY IN DEVELOPMENT 


ZIP-FLARE TOOLS 


SERIES FPB/FPE FOR CTS PLASTIC WATER SERVICE TUBING AND 


CLAMPING / 
PLIERS 


%” Pitot 
PLUG 


FLARING CONE 


2 
Wee 


CLAMPING 

PLIERS 
ADJUSTMENT 
NUT 


oF 2 STAINLESS STEEL 
a FLARING HEAD 

PILOT PLUG ~_ || 
METALIZED FOR © 
SECURE GRIP—— 


STANDARD AWWA FITTINGS 


This is the original Zip-Flare design which has earned the approval 
of plastic pipe and tubing manufacturers and users everywhere. 
Although the newer SFPB/SFPE Series is much easier to operate 
and produces a more uniform flare, the FPB/FPE continues to be 
the most economical of all flare tools for those who want a single 
tool for both %" and 1” sizes. 


Standard For Plastic Water 

Number | Service Tubing Listed | Capacity 
04240 PB2110 Y"-1" 
04220 PE2306, 3306, 3406 ie li 


Wot. Lbs. 
Catalog No. Each 
FPB-CTS %"’—1" 160 psi 
FPE-CTS %""—1" 160 psi 


SERIES RPE FOR IPS POLYETHYLENE WATER SERVICE PIPE AND 


RECESSED* FLARE FITTINGS 
*Such as made by A. Y. McDonald and Mueller Co. 


Now, a perfect flare for a recessed fitting can be formed without a 
torch or other complex equipment. The flare is actually formed 
inside the nut .. . a COLD flare in seconds which is uniform and 
requires minimum manual skill. Controlled travel provides uniform 
material allowance to assure good flares every time with no 
possible heat-damage to the pipe. You have to try it to realize how 
easy and effective it is. 


Standard} Used for Recess Fittings and 

Number | Water Service Pipe Listed Capacity 
04210 PE SDR-7 IPS as per y" 
04215 ASTM D2239 r 


Catalog No. 


RPE-IPS %" 160 psi 
RPE-IPS 1” 160 psi 


SET FOR EACH SIZE 


SERIES FPE-GAS FOR CTS POLYETHYLENE GAS SERVICE TUBING AND 


CLAMPING 
PLIERS “S 


SET FOR 
3 SIZES 


ADJUSTMENT 


NUT Se. 
ae 


HEAD 


PILOT PLUG 


STANDARD FLARE FITTINGS 


Cold flares made with this Reed Zip-Flare Tool have been subject 
to many tests and found to have greater pull-strength than the 
plastic gas service tubing. As indicated in the following Chart, the 
low-cost Set will flare the three popular sizes of tubing most 
commonly used for exterior NG service lines to gas lights, grills, 


etc., and for popular LP applications. When ordering specify wall 


thickness of tubing on which each size Tool will be used. 


Std. O.D. 
Number Used For Capacity 
04250 | PE Gas Service Tubing per | %'-12''-%" 

ASTM 2513 


NOTE: Each Tee Handle Flaring Tool available for 062” or 090" Wall thickness. Specify for 
each size tool. If not specified will be furnished for ¥s" x .062”, 42" x .062” and %” x .090". 


Wot. Lbs. 


Catalog No. Each 


FPE-GAS-%"-2"-%" 0.D 


THE NEED 


e Beveling field-cut pipe eliminates torn or 
dislocated gaskets (prevents leakers). 

e Joining is far easier with a good bevel. 

e Salvaging pipe with damaged ends is easy. 


THE REED DESIGN 


® Developed in cooperation with leading pipe 
producers. 

e Produces a factory accurate bevel in under 
a minute (compared to 5 minutes for filing 
a second class bevel on 3” pipe). 

e Shaves strips and ejects them to the ground 
(no particles inside pipe to clog valves or 
sprinkler heads). 

e Has a ratchet drive, permitting beveling ina 
narrow ditch. 

© Buy only those sizes needed. 


FEATURES 


1. NEW Bevel Blade now comes with carbide 
inserts as standard. Two carbide edges pro- 
duce an exceedingly long blade life. Depth 
of cut control prevents any digging into pipe. 

“2. Trim Blade also has depth of cut control and 
machines a CLEAN, square end. 

3. Any ratchet wrench, fitting the square indi- 
cated in the Chart at right, will operate tools. 
The Reed Ratchet Drive (BTR-R) with more 
leverage is recommended for the 8” Bevel 
Tool (will fit 2%2"’-8" tools). Power Drive and 
Adapter available for 22” through 8” tools. 

4. Guide Wheels eliminate contact between 
tool and pipe and prevent scuffing of pipe in 
sealing area. 

5. Window permits easy marking of stop mark. 


BEVEL TOOL 


AN 
VC Pike with Gasket Couplings 
. e 1 
Yas 


THE BT2-P 


OPERATION 


Secure pipe in a good holding device. The 
Reed ACPS Pipe Stand is best (see page 7). 
A Strap Wrench as shown on page 7 may 
also be used for holding. Slip proper size 
Tool over end of pipe, apply light end pres- 
sure and ratchet with as long a stroke as 
practical. Ease up on end pressure after the 
trim tool blade has shaved material from 
entire face of the pipe end. 


Using a BT4-P 
in the ditch 


NO OTHER BEVELING TOOL FOR PVC PIPE CAN MATCH THE 
EFFICIENCY OF THIS REED TOOL... CAN DO THE JOB AS FAST & 
OR AS WELL. IF YOU WORK WITH PVC... YOU NEED REED 

BEVEL TOOLS 


For Nom. | Wgt. Lbs. | Square Drive |Ratchet Drive 
Pipe Size Each Socket Size 
1¥%" 1 we" 


Std. 


BT 1%-P Vo BTR "Sq. 04382 
BT 2-P 2" 1% BTR 4%" Sq. | 04382 
BT 2 %-P 2%" 2 BIR %" Sq. | 04384 
BT 3-P " BTR %" Sq. | 04384 
BT 4-P BTR %" Sq. | 04384 


BIR %" Sq. 
BTR-R %” Sq. 


Replacement Bevel Blade (carbide insert), 112”’ through 4” size. Cat. No. BB-1, 
(Standard Number 04392) each complete assembly. Bevel Blade (carbide insert), 
6” through 8” size, Cat. No. BB-2, (Standard Number 04394) each complete 
assembly. 

Replacement Trim Blade, all sizes, Cat. No. BT-1, (Standard Number 04396). 
Power Drive Adapter for 242” through 8” Tools, Cat. No. BTPA-%, (Standard 
Number 04388). Electric Power Drive, Cat. No. AC8-PD. 


HOLDING DEVICES 


FOR PLASTIC PIPE AND TUBING 


(needed when cutting, beveling, threading, making up joints) 


STRAP WRENCHES 


Provide tremendous gripping power for holding (for beveling 
or cutting) or turning (for making up threaded joints) without 
scratching or deforming plastic pipe. The specially woven 
Nylon strap is 50% stronger than natural fiber straps and is — 
treated for slip resistance. 


PIPE STAND 


i 
I 
FEATURES 
e NEW metalized bearing surfaces prevent slipping / i 
without marring pipe (holding done by thousands hf I 
of tiny dots). y i 

e Pipe capacities to 10”, 14”, and 20” available. es 


Lf 
e Husky — same basic unit long used for holding 
asbestos cement pipe. 


e Pipe (1%’’) for legs and backbone is not furnished 
so that users can cut these elements to their 
individual preferences. 


Standard 
Number Capacity 


06025 | 2”-10°/20"+ 


OTHER HOLDING DEVICES FOR PLASTIC 


West. Lbs. 


1%" steel pipe for legs and backbone not included. 
Each 


+Regularly furnished with 4 ft. chain for up to 10” pipe capacity. 
Adding one 2 ft. section with quick snap link provides 14” capacity 
and another chain section increases to 20” capacity. 


Also available from Reed, but requiring 
protection from possible pipe damage 
caused by serrated jaws (covéring these 
jaws with a piece of lead is suggested). 


I 


ASK YOUR DISTRIBUTOR area 
CHAIN TRIPOD VISE FOR ADDITIONAL INFORMATION capacities to 2”, 4”, 
(CT6) 5”, 6,8", 12” 


capacity range 4" to 6” 
(Standard Number 02305) 


SUARANT EE) 


e 
Manufactureg 


00P0OQ AAA, 


\) 
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MORE OF THE 
COMPLETE LINE OF 


HAND TOOLS TO REDUCE 
MAINTENANCE AND & 
CONSTRUCTION 
CREW COSTS 
Buy ’Em from your Distributor 


REED MANUFACTURING COMPANY 
ERIE, PA. 16512 PHONE 814/452-3691 
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